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MD 146 IS ASSUMED TO RUN
IN A NORTH-SOUTH DIRECTION

EXISTING SIGNS

10,11

D3-2
(DUAL FACED)
VARIABLE X 16"

EXISTING SIGN NO. 11 SHALL
BE RELOCATED TO THE NEW SPAN-

OVERHEAD AERIAL
HEIGHTS
TETHER 19°3”
cC+P 21" 8"

RIGHT~0F -4y SPAN 239

UTILITY LEGEND

GAS MAIN

WATER MAIN

SEWER MAIN
ELECTRIC CABLES
AERIAL CABLES
TELEPHONE CABLES
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OVERHEAD AERIAL

PROPOSAL

SIGNAL HEADS NEMA PHASING
A
1—g | - 24 FLASHING <ﬁ__r_
o OPERATION T

O I

12” I

{BLACKF ACED
POLYCARBONATE )

A6 78
PHASES ASSOCIATED BY A DASHED LINE WILL OPERATE CONCURRENTLY
PHASES ASSOCIATED BY A SOLID LINE WILL NOT OPERATE CONCURRENTLY

HEIGHTS
TETHER 177

OVERHEAD AERIAL
_HEIGHTS
TETHER 18'2"
SPAN 23711”

C+P 18" 96" S~
SPAN 26°8" _ R

GUY 31'6”
PRIM 36°9”

OVERHEAD AERIA XN,
HEIGHTS
GUY 35°6"
PRIM

CONSTRUCTION DETAILS

INSTALL 12" X 30’ STEEL STRAIN POLE. INSTALL THE 250 W-HPS LUMINAIRE
AND 15’ LIGHTING ARM TO BE RELOCATED.(NOTE: 1-3”, 90° PVC SHC 80 BEND)

INSTALL ELECTRICAL HANDHOLE.

INSTALL 3” PVC SCHELDULE 80 ELECTRICAL CONDUIT-TRENCHED.
USE EXISTING CONDUIT.

USE EXISTING HANDHOLE.

USE EXISTING POLE. INSTALL VE®HICAL POLE MOUNTED SIGNAL HEAD.
USE EXISTING CONTROLLER AND CABINET.

INSTALL 34" STEEL SPAN WIRE AND SIGNAL HEADS AS SHOWN,
74" TETHER THE SIGNAL HEADS.

INSTALL 34" STﬁEL SPAN.WIRE- SIGNAL HEADS AND RELOCATED
SIGN AS SHOWN.,'s4” TETHER THE SIGNAL HEADS AND SIGN.

REMOVE EXISTING SPAN, TETHERS., AND ALL ATTACHED EQUIPMENT. REMOVE THE
EXISTING SIGNAL CABLES FROM THE REMOVED HEADS BACK TO THE CONTROLLER.

REMOVE EXISTING POLE AND FOUNDATION 12” BELOW GRADE., CAP AND ABANDON
CONDUIT. THE EXISTING 250W HPS WITH 15’ LIGHTING ARM IS TO BE RELOCATED

EXISTING UNDERGROUND SERVICE TO REMAIN.

USE EXISTING POLE AND THE ATTACHED EQUIPMENT. REMOVE THE E
i&SNﬁ%R?EéDS AND INSTALL THE PROPOSED SIGNAL HEADS. USE T

XISTING SIGNAL
HE SAME LOCATION
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BRUDIS & ASSOCIATES. INC.

B AI CONSULTING ENGINEERS

9220 RUMSEY ROAD; SUITE 110
COLUMBIA, MARYLAND 21045
{410)-884-3607

GENERAL NDTES:

- ALL PROPOSED TRAFFIC SIGNAL EQUIPMENT SHALL BE INSTALLED TO FINAL GRADE.

ALL UNDERGROUND,QVERHEAD UTILITIES AND RIGHT-OF-WAY~LINES SHOWN ON THESE PLANS ARE SCHEMATIC ONLY
AND MAY NOT BE COMPLETE. THE CONTRACTOR SHALL BE RESPONSIBLE FOR NOTIFYING MISS UTILITY

PRIDR TO CONSTRUCTION SO _THAT ALL UTILITIES MAY BE LOCATED IN THE FIELD. IF THE CONTRACTOR
PERCEIVES THAT A CONFLICT BETWEEN THE UTILITIES AND THE TRAFFIC SIGNAL WILL OCCUR,» THE CONTRACTOR
SHALL NOTIFY THE PROJECT ENGINEER AT 410-787-7635 AT 72 HOURS PROIR TO ANY CONSTRUCTION SO THAT THE
CONFLICT MAY BE RESOLVED.
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